


Canopy
Cantilevered Aluminum Seating

Canopy Seating

The Canopy bench features a beautiful cantilever cast aluminum end and
punched aluminum seating surface. With sleek modern lines, this light weight
bench exemplifies contemporary style

Seating Materials

End Unit - Cast Aluminum

Perforated Seat - 1/8" Aluminum Sheet

Seat Supports - 1/4" Aluminum Plate

Support Pipes - 1" Solid Aluminum Round Bar

Standard 6' and 8' lengths

Mounted w/ four 1/2" x 4-5" Stainless Steel Anchor Bolts (Customer Supplied)

Choices

Choose six or eight foot length; backed or backless; zero armrests, one center
armrest, two end rests, or two end rests and center arm, powdercoat or
Duracoat finish; and color.

Canopy seating options

Backed Bench Backless Bench
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Pictured this page

left: Canopy backed bench CP1-1000
(Sterling). top right: Canopy aluminum
cast detail CP1-1000 (Sterling).
bottom right: Canopy backed bench
punch pattern detail

CP1-1000 (Sterling).

Finishes

SiteScapes offers product in both a
standard powdercoat and its own
proprietary Duarcoat finish. Both
finishes are designed to weather the
elements and are guaranteed not to
rust, chip, peel, or fade. Call for a
standard color chart.

www.sitescapesonline.com

For more information visit our website
where vyou can download product
drawings, photos, product brochures,
CSI spes, and other technical data.

To Specify Canopy Benches
Canopy

Seating

1 -6 ft. Length

2 - 8 ft. Length

0 - Backed
1 - Flat

0 0 - No Center Armrests
1 - One Center Armrest
2 - Bench end armrests
3 - Center and end rests

DF - DuraCoat Finish
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30% POST CONSUMER CONTENT

PF - Powder Coat Finish
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